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TEST CERTIFICATE

CUSTOMER : XXXXXXXXXXX

XXXXXX

XXXXXXXXXX

Your ref. Our ref. Date 

xxxxxxxxxxxxxxxx XXXXX 14/07/14

DEVICE :  PX-3 S/N  : 11190403

PROCEDURE : 

1.The Leak Detector was first checked to insure proper functioning of its operation. 

2. The device was submitted to a sensibility test according to test procedure 
EN14624.

3. For this procedure the following equipment was used : a  “Refrigerant Leak 
Standard” delivered by VTI (Vacuum Technology Inc., Oak Ridge, TN 37830, 
USA), model RLS-2.5G-3P-R134a-60PSI-SAE     , S/N  015063, calibrated according 
to certificate number  015063-ML2-ROR-1-14698, dated  7th November 2012 with 
validity of 24 months (certificate on demand).

4. The “Refrigerant Leak Standard” was calibrated to the level of  5 g/year, in 
accordance with the EN14624.

REMARK : 

The leak detecting device PX-3 functions according to the specifications.

Jean Paul Peirs

VP Sales & Marketing

Available on demand:

* Copy of certificate RLS-2.5G-3P-R134a-60PSI-SAE (015063-ML2-ROR-1-14698)

Veurnestraat 162                                                                      BTW BE 425.003.223
B – 8660 De Panne                                                                       HR Veurne 28 386
Telefoon +32 58 42 14 50  -  Fax +32 58 42 14 46  -   E-Mail : Info@panimpex.com 
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	� Dieser Service ist bei Ihrem Grosshändler und 
bei Panimpex verfügbar. Informieren Sie sich. 

PANIMPEX NV

We certify that the refrigerant leak detectors, 
PX-3 developped and produced by Nolek 

and the PX-2 developped and produced by C-BISS 

are in accordance with the devices tested by the

Centre d'Energétique
60, boulevard Saint-Michel

75272 PARIS Cedex 06

following the procedure of the EN 14624 Standard.
 (see end of this journal for complete text)

The sensitivity measured by the ‘Centre d'Energétique’ is:

PX-3 PX-2

Sensitivity in fixed
position

Sensitivity while 
moving

0,5 gr/y

0,5 gr/y 

3 gr/y

3 gr/y

JP Peirs  -  Panimpex NV
Veurnestraat   162
B-8660 De Panne
Belgium

Leak Detector F-GAS Zertifizierung
Kontrolle den Lecksuchers entsprechend der Norm EN 14624
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Detector 
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Detector probe

Test stand
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Leak detector stand 
with variable speed
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Driving systems 
of the mobile leak 
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	� Überprüfen Sie Ihren Kältemittelleckdetektor 
gemäß F-GAS EN14624: 2020

	� Kalibriertes Referenzleck mit HFC R134a oder HFO R1234yf 

	� Kann auf Anfrage geliefert werden mit einem 
rückverfolgbaren und kalibrierten ISO17025-Zertifikat zur 
jährlichen Überprüfung 

	� Mit Absperrventil, leckt nicht dauernd!
	� 5g/Jahr
	� Einfach zu stauen 

	� Sinter Technologie durch HTP

	� Lieferumfang ist ein einfach zu Stauen Behalter 

	� Versionen: 
• PX-Calibrate-HFC: Regelmäßiger Funktionstest mit R134a 
• PX-Calibrate-HFO: Regelmäßiger Funktionstest mit R1234yf 
• PX-Calibrate-HFC-CET: R134a-Leck geliefert mit ISO17025 
   rückverfolgbares Zertifikat zur jährlichen Überprüfung 
• PX-Calibrate-HFO-CET: R1234yf Leck geliefert mit ISO17025 
   rückverfolgbares Zertifikat zur jährlichen Überprüfung

	� Kontrolle Ihres Lecksuchgeräts entsprechend 
der F-Gas Norm EN 14624.

	� Dieses Zertifikat entspricht der F-Gas Verordnung.
	� Mit diesem Zertifikat können Sie beweisen, dass Sie mit 

einem regelmässig geprüften Lecksuchgerät arbeiten.

PX-Calibrate
Das einzige, tragbar, leicht-zu-Speicher Leck mit 
ein rückführbares Zertifikat und ein Absperrventil

F-GAS KONFORM
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Calibration
Druck Manometer, Vacuum Manometer, Temperature Manometer, Skala, Recovery Units

PANIMPEX NV

TEST CERTIFICATE

CUSTOMER : XXXXXXXXXXX

XXXXXX

XXXXXXXXXX

Your ref. Our ref. Date 

xxxxxxxxxxxxxxxx XXXXX 14/07/14

DEVICE :  PX-3 S/N  : 11190403

PROCEDURE : 

1.The Leak Detector was first checked to insure proper functioning of its operation. 

2. The device was submitted to a sensibility test according to test procedure 
EN14624.

3. For this procedure the following equipment was used : a  “Refrigerant Leak 
Standard” delivered by VTI (Vacuum Technology Inc., Oak Ridge, TN 37830, 
USA), model RLS-2.5G-3P-R134a-60PSI-SAE     , S/N  015063, calibrated according 
to certificate number  015063-ML2-ROR-1-14698, dated  7th November 2012 with 
validity of 24 months (certificate on demand).

4. The “Refrigerant Leak Standard” was calibrated to the level of  5 g/year, in 
accordance with the EN14624.

REMARK : 

The leak detecting device PX-3 functions according to the specifications.

Jean Paul Peirs

VP Sales & Marketing

Available on demand:

* Copy of certificate RLS-2.5G-3P-R134a-60PSI-SAE (015063-ML2-ROR-1-14698)

Veurnestraat 162                                                                      BTW BE 425.003.223
B – 8660 De Panne                                                                       HR Veurne 28 386
Telefoon +32 58 42 14 50  -  Fax +32 58 42 14 46  -   E-Mail : Info@panimpex.com 

Blondelle F-GAS - PED Kalibrierungsmanometer
Sehr genauer Manometer mit  ’gealterte und stabilisierte’ Mechanik - 3 Druck Skalas

	� PED Kalibrierungsmanometer
	� Für PED Druckverlust Probe und Monteurhilfe zu prüfen
	� Wird mit einem Zertifikat geliefert, das 

einer höheren Norm entspricht

	� Klasse 0,5
	� ‘A Lame Acier’ trockener Manometer
	� 25Bar Ø100, 60Bar Ø150, 180Bar Ø100,
	� Koffer

	� Leak detectors
	� Manometer
	� Monteurhilfes
	� Vacuum Manometer
	� Electronic Monteurhilfes & sensors
	� Skala
	� Recovery units
	� ... 

	� Contact us for to find out more about our services

R

Referenz: 
	� 0-25Bar : MA1202V14S-4031-82-CET
	� 0-60Bar : MA1305V14S-9038-82-CET
	� 0-180Bar : MA1202V14S-4016-82-CET


